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DESOTO, INC.
MATERIAL SAFETY DATA SHEET

SECTICN I
DESGTO, INC. 1700 S. MT. PROSPELT RO (80X 5030
ADMINISTRATIVE ANDC RESEARCH CENTER DES PLAINES, ILLINCIS 40017
EMERGENCY TELEPHONE (312) 3%1-9CCE CHEMTREC (200) 424-930C
PRODUCT CLASS MANUFACTURERS CCDE ISENTIFICATION
PCLYISCCOYANATE 10x376
TRADE NAME SUPER DESQOTHANE ACTIVATOR DATE OF PREPARATION £7/01785
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INGREDIENT ICAS NUMBERIJ Z BY® O5HA ACGIH VAPOR

WEIGHT PEL~PFM TLV=-FPPM LEL PRESSURE
2 20 DEG C
CYCLOHEXANONE L[108-94~11 5.0 50 25 1.1 3.4
METHYL N-AMYL KETONE [110-43-03 30.C 10C 50 1.1 2.1
METHYL ETHYL KETCONE L[73-%3-3] 25.0 200 2C0 1.8 70
XYLENE [1330-20-713 10.C 10C 1C0 1.1 10
ALIPHATIL POLYISCCYANATE*®* 30.C NE NE NE NE
AxHEXAMETHYLENE DIISOCYANTE (HDI) [222-06-01 LESS THAN C.7% AT TIME CF
MANUFACTURE BASED ON RESIN S50LIDS. THE FREE MONOMER CONTENT MAY RISE TO A
MAXIMUM CF 1.6% AFTER 3 TO & MONTHS STORAGE. A TLV HAS NOT BEEN ESTABLISHED
FOR HDI BUT $.02 PPM IS5 RECOMMENLED.
* PERCENT BY WEIGHT: 5=5KINs C=CEILING LIMIT
TC NEAREST 5% FOR SUBSTANCES 5-95%; NE = NOT ESTABLISHED
<5.0 FOR SUBSTANCES 1.8-5.0%7 NA = NOT APPLICABLE
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PROPERTY MEASUREMENT
BOILING RANGE & 760 MM K  176.C TO  313.0 0EG F.
80.C 710 157.0 DEG C.
vapog oenstty (O KEAVIER () LIGKTER THAN AIR
“EIGRT PER GaLLON 7suss.
PERCENT VOLATILE sy veLuwe T ;;:; ------
EVAPCRATION RATE (G F&ST;? | {X) SLOWE R-;;;;-;;HER -------
APPEARANCE ANC 0DOR LICUID, SOLVENT ODOR
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KhkhkhkhkhkhkAhkhkkkdkhkAxAk*xxSECTION IV-FIRE AND EXPLOSTON DATA R xhkkhhdhhkdkdhkdhkhhikhdhhik

BOT CATEEGORY FLAMMABLE LIQUIEC FLASH POINT 22.0 DEG Fa.
OSHA CATEGORY FLAMMABLE LIQUIC-CLASS I 8 {CLOSED CuP) -5.& DEG C.
LOWER EXPLOSIVE LIMIT (LEL): SEE SECTION II

EXTINGUISHING MEDIA: USE NATIONAL FIRE PROTECTION ASSCCIATICN CLASS B8
EXTINGUISHERS (CARBON DICXIDE, DRY CHEMICAL CR FOAM).

UNUSUAL FIRE AND EXPLUOSICN HAZARCS: VAPORS MAY ACCUMULATE IN INADEQUATELY
VENTILATED OR CONFINEC AREAS. VAPQORS MAY FORM EXPLOSIVE MIXTURES WITH AIR.
VAPORS MAY TRAVEL LONG DISTANCES. FLASHBACK OF FLAME TO THE HANDLING SITE
MAY CCCUR. CLOSED CONTAINERS MAY EXPLODE WHEN EZXPOSELD 7O EXTREME HEAT.
DURING 4 FIRE IRRITATING AND TOXIC GBASES AND AERODSOLS FRCM THE DECOMPOSION/
COMBUSTICN PRLOULCTS MAY BE PRESENT.

SPECIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. CQOL
FIRE EXPCSED CONTAINERS WITH WATER. FOL NDIZIZILES ARE PREFERRABLE. WEAR
NIOSH/MSHA APPROVED StLF-CONTAINED BREATHING APPARATUS AND PRCTELTIVE
CLOTHING TO PREVENT CCONTACT WITH SKIN AND EYES.
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STABILITY: { ) UNSTABLE {X) STABLE

INCOMPATIBILITY (MATERIALS TC AVCIO):
AVCID CONTALT WITH WATER, ALCOHOLS, AND AMINES.

HAZARDGUS DECCMPCSITICN PRODUCTS: PRODUCTS OF LOMBUSTION ARE HAZARDCUS.
C02,C0, OXILCES OF NITROGEN AND TRACES OF HLCN AND ISCCYANATE MONOMER.

HAZARDOUS POLYMERIZATION: ¢ ) MAY OCCUR {(X) WILL NOT OCCUR

CONDITIONS TO AVOID:
TEMPERATURES ABQCVE MAXIMUM STORAGE TEMPERATURES.

KkkkhAkkkkkk*kASECTION VI-WASTE DISPOSAL AND ENVIRONMENTAL RELEASES*hkkakhkkkhrdsk

ENVIRONMENTAL RELEASES: DEPENDING ON THE QUANTITY AND CIRCUMSTANCES, AN
UNAUTHORIZED RELEASE 0OF THIS MATERIAL TO THE ENVIRONMENT MAY BE REPORTABLE
UNDER FECERAL LAW TO THE NATICNAL RESPONSE CENTER (800-424-8802). STATE AND
LOCAL GOVERNMENTS MAY ALSO HAVE REPORTING REQUIREMENTS DOF WHICH YDU SHOULD

8E AWARE.

REMOVE ALL SOURCES OF IGNITICN. WEAR PERSONAL PROTECTIVE EQUIPMENT TC AVOID
BREATHING VAPCRS AND SKIN AND EYE CONTALT WITH THE SPILLED MATERIAL. USE
NON-SPARKING TDOOLS. FOR SMALL SPILLS, DIKE AND ABSORE WITH INERT MATERIAL.
COLLECT MATERIAL IN CPEN TOP DRUM AND TAXE TO ISCLATEEL AREA (CUT-OF~CCQRS PRE-
FERRED)e FILL DRUM WITH CECONTAMINATION SOLUTION OF WATER (90~95%X), DETERGENT
(2%) AND AMMONIA (3=-3%). NEUTRALIZIE SPILL AREA WITH DECONTAMINATION SCLUTION.
USE EMERGENCY RESPONSE PROFESSIONALS IF MANAGING A RELEASE IS BEYOND THE
CAPABILITY OF IN-HOUSE PERSONNEL.

WASTE DISPOSAL: THIS MATERTIAL IS CLASSIFIED AS AN IGNITABSLE HAZARDOUS WASTE.

WHEN AFFECTING ITS DISPOSAL, INSURE THAT IT IS PACKAGED, STORED, TRANSPORTED AND

OTHERWISE MANAGELD IN ACCOROANCE WwWITH ALL LOCAL, STATE ANL FEDERAL HAZARDOUS

WASTE LAWS ANC REGULATIONS. NO LCISPCSAL METHOD IS TO USED WHICH WOULD POSE

AN ENVIRONMENTAL CR HUMAN HEALTH THREAT, INCLUDING "ANY WRICH wOULD CONTAMINATE
BOE-C6-0189956
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RESPIRATCRY PROTECTION: WEAR A NIOSH/MSHA APPROVED RESPIRATOR WHILE EXPOSED.
AIR SUPPLIZD RESPIRATCRS ARE RELCMMENDED. A VAPCOR/PARTICULATE {SPRAY PAINT)
RESPIRATCOR MAY 3t APPROPRIATE WHERE AIR MONITORINYL DEMONSTRATES VAPQOR LEVELS
BELOW TEN TIMES THE APPLICABLE EXPOSURE LIMITS. FOLLOW RESPIRATOR
MANUFACTURERS DIRECTIONS AND OSHA REGULATIONS (25 CFR 1%10.134)

FOR RESPIRATOR USE.

VENTILATION: WHERE EMPLOYEES MAY BE EXPCSED, PROVIDE GENERAL DILUTION OR LOCAL
EXHAUST VENTILATION IN VCLUME ANLC PATTERN TO KEEP LEVEL LF HAZARDDUS INGREDIENTS
IN SECTICN II BELCW RECOMMENCED (ACGIH TLV) CR .REGULATE L (OSHA PEL) LIMIT.
WHERE EMPLOYEES WILL NOT SE EXPOSED, KEEP LEVEL BELOW 25% OF LEL IN SECTION I1.

PROTECTIVE GLOVES: WEAR CHEMICALLY RESISTANT GLOVES.
EYE PRCTECTION: SAFETY GLASSES WITH SIDE SHIELDS OR GOGGLES

OTHER PRCTECTIVE EQUIPMENT: AVOIL SKIN CONTALT BY USE OF OTHER PROTECTIVE
CLOTHING. A SAFETY SHCWER, AN EYE BATH AND WASHING FACILITIES SHOULD BE
AVAILABLE. ‘

AAkEkhkhkhAKkA KAk KA AR kA Ak hkkkhk kX SECTION IX~SPELCIAL PRECAUTIONSHhkAdkkdhk kddhkdhfkhkddhkidkkhkhkii

PRECAUTICNS TC BE TAKEN IN HANDLING AND STORAGE:

KEEP CONTAINERS TIGHTLY CLOSEC. ISOLATE FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS
AND FLAME. ©DC NCT SYORE ABOVE 49 DEG C (120 DES F). STLRE FLAMMABLE LIQUIDS

IN ACCORCANCE WITH APPLICABLE NATIONAL FIRE PROTELTION ASSOCIATION (NFPAD

CODES AND GOVERNMENTAL REGULATIONS.

SGROUNDING ANLC BONDING PRCOCEDURES SHOULD BE FOLLOWED WHEN TRANSFERRING THIS
MATERIAL. AVDIL FREE FALL CF LIQUIL. ©CC NOT SMOKE WHERE THIS MATERIAL

IS USED CR STCRED. DC NCOT APPLY TO HOT SURFACES.

STORE IN TIGHTLY CLOSED CONTAINERS AND PROTELT FROM MOISTURE AND FOREIGN
MATERIALS. ICEAL STORAGE TEMPERATURE RANGE IS5 10-30 DEG £ (£4-86 DEC F).
ISOCYANATES REACT SLCOWLY WITH WATER TC FORM C02 GAS WHICH CAN CAUSE
CONTAINER TO EXPAND OR POSSIBLY RUPTURE.

CTHER PRECAUTIONS:

EMPTY DRUMS MaY CONTAIN EXPLOSIVE VAPORS. DO NOT LUT, PUNCTURE CR WELD
CN OR NEAR DRUM.

OO NOT TAKE INTERNALLY. LCO NOYT TELIBERATELY CONCENTRATE THIS PRCDUCT AND
INHALZ THEZ VAPORS. PREIVENT PROLCONGEC LCONTACT WITH CONTAMINATED CLOTHING
WASH CONTAMINATED CLOTHING BEFORE REUSE.

VAPORS OF THIS PRODUCT ARE HEAVIER THAN AIR AND MAY CCLLECT IN LOW OR
CONFINED AREAS. OC NOT ENTER SUCH AREAS WITH FOLLOWING APPRCPRIATE
PROCEDURES INCLUCING AIR MONITORING, USE OF SUPPLIED AIR IF NECESSARY

AND THE PRESENCE OF AN OBSERVER FLOR ASSISTANCE.

DO NCT S5aND, FLAME CUT, BRAZE OR WELD THE DRY COATING WITHOUT NICSH
APPRLCVED RESPIRATOR OR APPROPRIATEZ VENTILATICN.

OBSERVE PRECAUTICONARY LABEL WARNINGS.

PREPARELD BY S. M. STEVENSON
TECHNICAL INFORMATION SPECIALIST
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